I
Hnited States of America

Bepartment of Transportation -- Hederal Abiation Administration

Supplemental Type Certificate
J4Mﬁ SADO785CH

Thes cortifioate issuced lo McCauley Propeller Systems

7751 East Pawnee
Wichita, KS 67207

contifies that the hungo in Ue by dosign for the folbiioing purodicct wilk o limdtalions and condibions
MWWMW%WMW of Tasrt 23 of tho Federal Aviation WM

See Type Certificate Data Sheet No. A2380 for complete certification basis.
COriginal’ Foodicot - - Tgne Cortifivate Nimbear . A23S0
Aaks Piper

Aodit - PA-42 ; PA-42-720

Installation of McCauley Propeller Model 4HFR34C774/94LPA-0 in accordance with McCauley Technical Report No. 879, no
revision, dated February 28, 1997, and McCauley Drawing No. D-60205, no revision, dated August 21, 1997 or later FAA approved

revisions,

1. Compatibility of this design change with previously approved modifications must be determined by the installer.
(See continuation sheet 3 of 3)
surrendered, suipended, revoded or @ lerminalion dile is otfiarwise eslallished by Hho Adininistrator of the

Date of qpplécation . Janary 21, 1997 Dewte recsscced - September 21, 2005

Dt amended -
z- : - % . @
A
i (Signature) V

Thaddeus D. Krolicki, Jr.
Manager, Propulsion Branch
Chicago Aircraft Certification Office

Dizte off ésseance - October 22, 1997

(Tele)

Any alteration of this certificate is punishable by a fine of not exceeding §1,000, or imprisonment not exceeding 3 years, or both.

FPAR ForM 8110-2(10-68) PAGE 1 of 3 PAGES This certificate may be transferred in accordance with FAR 21.47.



i
Hrited States of Amerien

Bepartment of Transportation - Hederal Abiation Administration

Supplemental Type Uertificate

(Continuation Sheet)

-M?Zé’/’ SA00785CH

Date of Issuance: October 22, 1997
Reissued: September 21, 2005

Linitabions and Condetions (Continued);
2. FAA Approved Flight Manual Supplement, Technical Report Number 878, dated October 22, 1997, or later FAA approved
revisions, is required.

3. The Pratt and Whitney engine model PT6A-41 (installed on the PA-42) and PT6A-61 engine (installed on the PA-42-720) are
eligible with the McCauley Propeller Model 4HFR34C774/94LP A-0 with maximum continuous and takeoff rating of 720 HP and 2000
RPM.

4. Aircraft Specifications are the same as listed on Type Certificate Data Sheet No. A23SO except as listed in McCauley Technical
Report Number 878,

5. If the holder agrees to permit another person to use this certificate to alter the product, the holder shall give the other person written
evidence of that permission.

Any alteration of this certificate is punishable by a fine of not exceeding §1,000, or imprisonment not exceeding 3 years, or both,

FAR ForM 8110-2-1(10-69) PAGE 3 of 3 PAGES This certificate may be transferred in accordance with FAR 21.47.



